
BASE  (120.02)
 Innenmaße |  

	 internal dimensions:
463 x 355 x 171 mm 
18.2 x 14 x 6.7 inch 

 Volumen | volume:  
	 28,1 l | 28.1 l 

 Gewicht | weight:  
	 5,2 kg | 11.5 lbs

 Zuladung | max. load:  
	 25 kg | 55.1 lbs

 Material | material:  
	 ABS | ABS

GO  (120.04)
 Innenmaße |  

	 internal dimensions:
480 x 375 x 200 mm 
18.9 x 14.8 x 7.9 inch 

 Volumen | volume:  
	 36 l | 36 l 

 Gewicht | weight:  
	 8 kg | 17.6 lbs

 Zuladung | max. load:  
	 30 kg | 66.1 lbs

 Material | material:  
	 ABS | ABS

FLEX  (120.03)
 Innenmaße |  

	 internal dimensions:
470 x 365 x 200 mm 
18.5 x 14.4 x 7.9 inch 

 Volumen | volume:  
	 34,3 l | 34.3 l 

 Gewicht | weight:  
	 6,3 kg | 13.9 lbs

 Zuladung | max. load:  
	 30 kg | 66.1 lbs

 Material | material:  
	 ABS | ABS

❶	120.02/L - 111 tool loops
❷	120.02/P - 37 tool pockets
❸	120.02/M - 9 MODUL tool holders

❶	120.04/L - 111 tool loops
❷	120.04/P - 37 tool pockets
❸	120.04/M - 9 MODUL tool holders

❶	120.03/L - 111 tool loops
❷	120.03/P - 37 tool pockets
❸	120.03/M - 9 MODUL tool holders
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JET 3000  (117.16)
 Innenmaße |  

	 internal dimensions:
333 x 235 x 150 mm 
13.1 x 9.3 x 5.9 inch 

 Volumen | volume:  
	 11,7 l | 11.7 l

 Gewicht | weight:  
	 2,8 kg | 6.2 lbs

 Zuladung | max. load:  
	 20 kg | 44.1 lbs

 Material | material:  
	 PP | PP

JUMBO 6600  

(117.20)
 Innenmaße |  

	 internal dimensions:
500 x 285 x 185 mm 
19.7 x 11.2 x 7.3 inch 

 Volumen | volume:  
	 26,4 l | 26.4 l

 Gewicht | weight:  
	 7,0 kg | 15.4 lbs

 Zuladung | max. load:  
	 25 kg | 55.1 lbs

 Material | material:  
	 PP | PP

JUMBO 6700  

(117.19)
 Innenmaße |  

	 internal dimensions:
539 x 359 x 225 mm 
21.2 x 14.1 x 8.9 inch

 Volumen | volume:  
	 43,5 l | 43.5 l 

 Gewicht | weight:  
	 10,9 kg | 24 lbs

 Zuladung | max. load:  
	 35 kg | 77.1 lbs

 Material | material:  
	 PP | PP

JET 6000  (117.18)
 Innenmaße |  

	 internal dimensions:
458 x 337 x 190 mm 
18 x 13.3 x 7.5 inch

 Volumen | volume:  
	 29,3 l | 29.3 l 

 Gewicht | weight:  
	 6,9 kg | 15.2 lbs

 Zuladung | max. load:  
	 25 kg | 55.1 lbs

 Material | material:  
	 PP | PP

JET 5000  (117.17)
 Innenmaße |  

	 internal dimensions:
416 x 287 x 160 mm 
16.3 x 11.3 x 6.3 inch

 Volumen | volume:  
	 19,1 l | 19.1 l 

 Gewicht | weight:  
	 5,3 kg | 11.7 lbs

 Zuladung | max. load:  
	 25 kg | 55.1 lbs

 Material | material:  
	 PP | PP

❶ 117.16/L – 32 tool loops

❶ 117.20/P (lid holder) –  
      20 tool pockets + 16 tool loops

❶ 117.19/P –  
      45 tool pockets + 94 tool loops

❶ 117.18/P (lid holder) –  
      42 tool pockets + 67 tool loops

❶	 117.17/P –  
	 34 tool pockets + 25 tool loops
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SHARK  (115.03)
 Innenmaße |  

	 internal dimensions:
471 x 360 x 192 mm 
18.5 x 14.2 x 7.6 inch

 Volumen | volume:  
	 32,6 l | 32.6 l

 Gewicht | weight:  
	 6,3 kg | 13.9 lbs

 Zuladung | max. load:  
	 30 kg | 66.1 lbs

 Material | material:  
	 HDPE | HDPE

GAMMA  (207.03)
 Innenmaße |  

	 internal dimensions:
430 x 320 x 190 mm 
16.9 x 12.6 x 7.5 inch

 Volumen | volume:  
	 26,1 l | 26.1 l

 Gewicht | weight:  
	 2,8 kg | 6.2 lbs

 Material | material:  
	 Kunstleder |  
	 synthetic leather

LS-BOXX 306

(118.01)
 Innenmaße |  

	 internal dimensions:
400 x 100 + 50 +  
50 x 310 mm 
15.7 x 3.9 + 2 +  
2 x 12.2 inch

 Volumen | volume:  
	 24,8 l | 24.8 l

 Gewicht | weight:  
	 5,8 kg | 12.8 lbs

 Material | material:  
	 ABS | ABS

L-BOXX 136 FG

(118.02)
 Innenmaße |  

	 internal dimensions:
400 x 100 x 310 mm 
15.7 x 3.9 x 12.2 inch

 Volumen | volume:  
	 12,4 l | 12.4 l

 Gewicht | weight:  
	 3,2 kg | 6,9 lbs

 Material | material:  
	 ABS | ABS

JUPITER  (202.02)
 Innenmaße |  

	 internal dimensions:
420 x 260 x 170 mm 
16.5 x 10.2 x 6.7 inch

 Volumen | volume:  
	 16,8 l | 16.8 l

 Gewicht | weight:  
	 2,8 kg | 6.2 lbs

 Material | material:  
	 Lederfaserstoff |  
	 reclaimed leather

RHINO  (115.04)
 Innenmaße |  

	 internal dimensions:
485 x 373 x 232 mm 
19.1 x 14.7 x 9.1 inch

 Volumen | volume:  
	 42 l | 42 l 

 Gewicht | weight:  
	 7,8 kg | 17.2 lbs

 Zuladung | max. load:  
	 35 kg | 77.1 lbs

 Material | material:  
	 HDPE | HDPE

❶ 115.03/P – 37 tool pockets
❷ 115.03/M – 9 MODUL tool holders

❶	207.03 –  
	 10 tool pockets + 35 tool loops

❶	118.01 ❶	118.02

❶	202.02 – 24 tool loops

❶ 115.04/P – 61 tool pockets
❷ 115.04/M – 23 tool pockets +  
	    9 MODUL tool holders
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SERVICE  (116.01)
 Innenmaße |  

	 internal dimensions:
440 x 320 x 180 mm 
17.3 x 12.6 x 7.1 inch

 Volumen | volume:  
	 25,3 l | 25.3 l

 Gewicht | weight:  
	 2,7 kg | 6.0 lbs

 Zuladung | max. load:  
	 12 kg | 26.5 lbs

 Material | material:  
	 Polyester | polyester

CARRY  (116.03)
 Innenmaße |  

	 internal dimensions:
390 x 285 x 195 mm 
15.4 x 11.2 x 7.7 inch

 Volumen | volume:  
	 21,7 l | 21.7 l

 Gewicht | weight:  
	 1 kg | 2.2 lbs

 Zuladung | max. load:  
	 12 kg | 26.5 lbs

 Material | material:  
	 Polyester | polyester

MOVE  (116.02)
 Innenmaße |  

	 internal dimensions:
320 x 420 x 90 mm 
12.6 x 16.5 x 3.5 inch

 Volumen | volume:  
	 34,6 l | 34.6 l

 Gewicht | weight:  
	 2,3 kg | 5.1 lbs

 Zuladung | max. load:  
	 12 kg | 26.5 lbs

 Material | material:  
	 Polyester | polyester

WORK  (116.04)
 Innenmaße | internal 

dimensions:
400 x 240 x 190 mm 
15.7 x 9.4 x 7.5 inch

 Volumen | volume: 18,2 
l | 18.2 l

 Gewicht | weight: 2 kg 
| 4.4 lbs

 Zuladung | max. load: 
12 kg | 26.5 lbs

 Material | material: 
Polyester | polyester

❶	116.01 – 23 tool pockets  
	 + 2 rows tool loops

❶	116.03 – 15 tool pockets  
	 + 23 tool loops

❶	 116.02 – 16 tool pockets  
	 + 2 rows tool loops

❶	 116.04 – 15 tool pockets  
	 + 8 tool loops
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